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¨  Basic system manages one onboard 
input for ac quisition of external 
contact /  alarm voltage and one 
onboard relay output to drive external 
devices. 

 

¨  Upgrade possible to a maximum of 33 
inputs and 33 relay output  by adding 
the DIAL-101E08 modules ( each of 
them adds 4 inputs and 4 power rel ay 
outputs). 

 

¨  Alarm Dialer  function, in case of 
signal detection on any input, and 
Remote Control  function in order to 
drive the output relays with a simple 
GSM call or SMS message. 

 

¨  Associate single audio messages to 
each input and each relay output : all 
messages may be recorded 
separately, in a simple and fast way, 
locally or remotely through GSM call. 

 

¨  Emergency telephone line , in DIAL-
101C+FXS version, for PBX trunk 
interface or to a standard phone set. 

   

¨  Fully programmable by GSM call, via 
SMS, through PC serial port ( available 
in DIAL-101CS version) with the DIAL-
101CWin specific software ) and by 
local / remote call (DIAL-101+FXS  
version). 

 

¨  Programming aided by Vocal Guide  in 
English with over 100 messages to 
drive user in setting system 
parameters and alert message 
customization. 

 

¨  Password-protected  access and 
modification of all system features . 

 

¨  Modem control via RS- 232 Specific 
Protocol 

 

¨  SMS Notification of System Status. 
 

DIAL-101C + FXS 

 
 
 
 

New TEMA TELECOMUNICAZIONI  GSM Industrial Interface DIAL-101C 
Manage up to: 33 INPUTS and 33 RELAY OUTPUTS for external devices…  
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GSM Interface 
for Industrial Applications  

 

DIAL-101C  
 

DIAL-101C  is the right choice for all 
the Applications that require a COMPACT, 
SOLID and FLEXIBLE solution to  
 

Remote Control 
and Monitoring 

�  M2M Applications 
 

�  Process Automation / Manufacturing and Production Pla nts 
 

�  Machinery faults  
 

�  Environmental conditions (Heating / Cooling Systems) 
 

�  Alarms / Security (fire, burglar intrusion) 
 

�  Remote Sites Monitoring (Boats, Decentralized Factor y Units) 
 

�  Wireless Input/Output Relays Operations  
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Main features 
 

¨  Built-in GSM Dual-Band 900/1800Mhz engine 

¨  Plug & Play installation 

¨  Optical indicators on GSM field strength, on the 
input, output and overall system status. On each 
module for upgrade, optical indicators refer to 
each additional input and each additional output 
relays. 

¨  External Antenna with FME connector and cable, 
to be placed in point of maximum GSM signal 
strength according to the LED bar indication. 

¨  Variable logic acquisition of external contact or 
alarm voltage on every input, each singularly 
customizable. 

¨  Output power relay contact for remote control of 
power devices, in impulse or stable mode 

¨  Port onboard and serial cable for I2C serial bus 
connection between modules DIAL-101E08 and 
base system DIAL-101C. The modules may be 
placed over table or on wall, thanks to the 
specific support for wall mounting of 3/6 elements 
(optional). 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                 
                  
 
 
 
 
 
 
                    
 
 
 
 
 
 
 
 

 

       
 
 
 
 
 
 
 
 
 
 
 

¨  FXS port (optional) in order to connect the 
system to normal telephone set (as emergency 
line) or PBX analog trunk interface. 

 Technical Features 
 
General  Dial-101C 
Power Supply  : System provided with Power supply 220VAC, 50Hz - Out 12 VDC, 1A 
Dimensions/Weight  : H103 x W30 x D64 mm / 300 gr. 
Relay contact capacity : max 30VDC – 200 mA  
Input capacity  : 24VAC/DC, negative common on pin2, GND. 
 
General  Dial-101E08 
Power Supply  : From the base module through interconnection cable, max 300 mA. 
Dimensions/Weight  : H103 x W30 x D64 mm / 300 gr. 
Relay contact capacity : max 230VAC - 6A /  max 30VDC - 5A 
Input capacity  : Contact (Mode1) - max 30VDC / Voltage referred to GND (Mode 2)  - max 60VAC / 48VDC 

   : Voltage not referred to GND (Mode 3) - max 60VAC / 48VDC (max D  with GND: 60VAC / 48VDC) 
GSM Section 
Trasmission Power  : Max. 2W / 900MHz  -  1W / 1800MHz 
Antenna   : 50 ohm impedence, connector FME, 900/1800MHz, cable 2.5 mt 
Phone Interface Section 
Telephone Line  : RJ-11, FXS interface, DTMF/ PULSE selection, dial tone 425Hz, standard TBR-21 
 

GSM Interface 
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The manufacturer reserves the right to change product characteristic without notice 
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